
the !d hand is a mobile rfi d device in a  
revolutionary design. the rfi d handheld 
reader was designed with users in mind. with 
only one button to activate and operate, you 
offer your staff a unique and user-friendly 
application. the !d hand is lightweight, and 
known for its performance with outstanding 
rfi d reading and writing capabilities. 

!D Hand 

• Lightweight
• Superior ergonomics
• Optimal reading performance
• Single button user interface
• Vibration motor and beeper
• Compatible with iPod, iPhone and iPad*, and Windows CE
• Designed in collaboration with major retailers for optimum ease 

of use
• !D Hand Bumper to protect the !D Hand. (optional)
• !D Barcode reader (optional)

specifi cations

“an easy to operate mobile RFID device, 
specifi cally designed for retail stores”

* iPhone and iPod touch are trademarks of Apple Inc., registered in the U.S. and other countries. iPad is a trademark of Apple Inc.
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• Battery life Inventory: 4 hours (continuous operation)
Searching: 4 hours (continuous operation)
Standby: 1 month

technical specifi cations
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• Standard available in white cover. Covers in other colours allow a 
minimum order quantity.

software integration

color combinations

ordering information

Description Article number

!D Hand (white) including barcode reader 9943978

!D Hand (white) 9953167

!D Hand Bumper 9205624

The Nedap handheld reader can be used in combination with iOS 
devices (iPod touch, iPhone and iPad), and Windows CE devices. For 
both platforms there’s an open API that enables retailers and 3rd 
party integrators to make their own applications based on the 
handheld reader. Nedap will have applications on Apple’s App Store 
that utilize the full functionality of the device.

• Power 80% in 1hr/ 100% in 2,5 hrs
using a standard micro USB connector

• Reading range is up to 100 cm

EPC Global Gen 2 UHF RFID, supports all common operations.

• NFC / Mifare card reader integrated

• Barcode reader (optional)
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• Weight of a mere 250 grams

• Powersupply

• Battery  

110 - 230V

3.7V, 2600mA

!D Hand Bumper

29mm / 1.14 inch

112mm / 4.41 inch
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